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§ 172.429 POISON INHALATION HAZ-
ARD label.

(a) Except for size and color, the POI-
SON INHALATION HAZARD label
must be as follows:

(b) In addition to complying with
§ 172.407, the background on the POI-
SON INHALATION HAZARD label and
the symbol must be white. The back-
ground of the upper diamond must be
black and the lower point of the upper
diamond must be 14 mm (0.54 inches)
above the horizontal center line.

[62 FR 39406, July 22, 1997]

§ 172.430 POISON label.
(a) Except for size and color, the POI-

SON label must be as follows:

(b) In addition to complying with
§ 172.407, the background on the POI-
SON label must be white. The word

‘‘TOXIC’’ may be used in lieu of the
word ‘‘POISON’’.

[Amdt. 172–123, 56 FR 66258, Dec. 20, 1991, as
amended by Amdt. 172–139, 59 FR 67490, Dec.
29, 1994]

§ 172.431 [Reserved]

§ 172.432 INFECTIOUS SUBSTANCE
label.

(a) Except for size and color, the IN-
FECTIOUS SUBSTANCE label must be
as follows:

(b) In addition to complying with
§ 172.407, the background on the INFEC-
TIOUS SUBSTANCE label must be
white.

[Amdt. 172–123, 56 FR 66258, Dec. 20, 1991]

§ 172.436 RADIOACTIVE WHITE–I
label.

(a) Except for size and color, the RA-
DIOACTIVE WHITE–I label must be as
follows:

VerDate 11<MAY>2000 11:29 Dec 13, 2001 Jkt 194201 PO 00000 Frm 00357 Fmt 8010 Sfmt 8010 Y:\SGML\194201T.XXX pfrm01 PsN: 194201T



358

49 CFR Ch. I (10–1–01 Edition)§ 172.438

(b) In addition to complying with
§ 172.407, the background on the RADIO-
ACTIVE WHITE–I label must be white.
The printing and symbol must be
black, except for the ‘‘I’’ which must be
red.

[Amdt. 172–123, 56 FR 66259, Dec. 20, 1991]

§ 172.438 RADIOACTIVE YELLOW–II
label.

(a) Except for size and color, the RA-
DIOACTIVE YELLOW–II must be as
follows:

(b) In addition to complying with
§ 172.407, the background color on the
RADIOACTIVE YELLOW–II label must
be yellow in the top half and white in
the lower half. The printing and sym-
bol must be black, except for the ‘‘II’’
which must be red.

[Amdt. 172–123, 56 FR 66259, Dec. 20, 1991]

§ 172.440 RADIOACTIVE YELLOW–III
label.

(a) Except for size and color, the RA-
DIOACTIVE YELLOW–III label must
be as follows:

(b) In addition to complying with
§ 172.407, the background color on the
RADIOACTIVE YELLOW–III label
must be yellow in the top half and
white in the lower half. The printing
and symbol must be black, except for
the ‘‘III’’ which must be red.

[Amdt. 172–123, 56 FR 66259, Dec. 20, 1991]

§ 172.442 CORROSIVE label.

(a) Except for size and color, the
CORROSIVE label must be as follows:
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